SAFETY WHEEL
WRENCH "Rl

TYPE D SAFETY WHEEL (201 1603 SHOWN)

e WHEEL IS AVAILABLE IN THREE STYLES SHOWN
BELOW. ALL JAW SURFACES ARE HARDENED.

e WHEN PUMP IS STUCK, ALWAYS USE BOLT IN HUB,
TO ADD TO ITS STRENGTH.

e THIS WHEEL WILL GRIP RODS 5/8” TO 1-1/4” IN
DIAMETER.

DOUBLE
WELD &
RIVET

COMPLETE ASSEMBLY

36" SAFETY

MHEEL WRENGH TYPE B HUB ASSEMBLY

TYPE B 201 1604 Wrench Body & Hub

HUB ASSEMBLY 201 1602 201 1605 Front Wickered Seat
201 1606 Back Wickered Seat

TYPE D 201 1608 Square Head Set Screw

HUB ASSEMBLY 201 1603 201 1617 5” Bolt for Hub

TYPE E

HUB ASSEMBLY 201 1615

201 1605

FRONT WICKERED SEAT =~ TYPE D HUB ASSEMBLY

201 1604 Wrench Body & Hub
201 1606 Ba~k Wickered Seat
201 1607 Tapered Key Wedge
201 1608 Square Head Set Screw
201 1617 5” Bolt for Hub

201 1606
BACK WICKERED SEAT

201 1607
TAPERED KEY WEDGE

201 1608
SQUARE HEAD
SETSGAEN TYPE E HUB ASSEMBLY
201 1604 Wrench Body & Hub
201 1616 201 1606 Back Wickered Seat

201 1608 Square Head Set Screw

201 1616 Front Safety Wickered
Seat

201 1617 5” Bolt for Hub

FRONT SAFETY
WICKERED SEAT




